ELIX™ ABS H607AS

ELIX Polymers, S. L.

| Technical Data

ELIX ABS H607AS

Improved heat resistance, contains antistatic additive.

ISO Shortname: ISO 2580-1 -ABS 0, MGZ, 095-15-16-25

Technical Datasheet (English)
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uL 2  E350602-101011296
UL o ELIX Polymers, S. L.
o ELIX™ ABS
(1SO 2580) « ABS 0, MGZ, 095-15-16-25
1.04 glcm? ISO 1183
MVR  (220°C/10.0 kg) 15.0 cm?/10min ISO 1133
4 ISO 294-4
040 0.70%
040 0.70%
(23°C) 2400 MPa ISO 527-2/1
(  ,23C) 46.0 MPa ISO 527-2/50
ISO 527-2/50
,23°C 25%
, 23°C >15%
5(23°C) 2400 MPa ISO 178
5(23°C) 70.0 MPa ISO 178
ISO 179/1eA
-30°C 9.0kJ/m?
23°C 19 kJ/m?
ISO 179/1eU
-30°C 90 kJ/m?2
23°C 130 kJ/m?
ISO 180/1A
-30°C 9.0kJ/m2
23°C 19 kJ/m?
105 MPa ISO 2039-1
0.45 MPa, 101°C ISO 75-2/B
1.8 MPa, 96.0°C ISO 75-2/A
100°C ISO 306/B50
- (23 55°C) 0.000080 cm/cm/°C ISO 11359-2
1.0E+16 ohm IEC 60093
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1.0E+16 ohm-cm IEC 60093
(23°C, 1.00 mm) 31kV/mm IEC 60243-1
IEC 60250
23°C, 100 Hz 3.00
23°C, 1 MHz 2.90
IEC 60250
23°C, 100 Hz 0.0050
23°C, 1 MHz 0.0090
( A) 600V IEC 60112
6 (2.00 mm) 50 mm/min ISO 3795
UL (1.60 mm) HB UL 94
(2.00 mm) 700°C IEC 60695-2-12
1
2UL uL UL IDES Prospector
Prospector
UL
3
4 60x60x2
52.0 mm/min
6 US - FMVSS
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ELIX Polymers, S. L.
Tarragona, Spain
: 34-977-835438
Web: http://www.elix-polymers.com/home.html
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